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1. Base with power supply shroud installed 

 

1.1 Remove the plastic Shroud that covers the power supply 

 
Tip: Setting the wheel locks will help hold the Base assembly in place.  

2. Column assembly 
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2.1 Lay base on its back 

 

2.2 Position column above base 
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2.3 Insert bolts through the bottom of the cart into the column. Thread each 
bolt before fully tightening any bolt.  Tighten all four bolts. 

 

 

2.4 Set cart upright 
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2.5 Remove one screw and loosen the other screw of the column top plate 

 

2.6 Insert decorative cover in the back of the column channel groves. 

Note:  Notice the half moon on the first decorative cover 

 

2.7 Slide decorative cover down to within 24 inches of the base 
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2.8 Route cables behind the decorative cover 

      

2.9 Slide decorative cover to the bottom of the column 

 

2.10 Holding cable in the channel and insert second decorative cover in the 
back column channel groves 

Note: The half moon cut out is up 
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2.11 Slide the decorative cover down so it touches the first cover 

  

3. Installing the work surface and drawer 

 
Note: The work surface and drawer come pre-assembled. 

3.1 Remove the drawers by pressing the plastic release tabs on the inside of 
the drawer glide rails. 
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3.2 Note where the Allen set screws are located 

 

3.3 Slide the work surface drawer assembly mounting bracket into the 
adjustable rail located on the front column 

 

3.4 Slide the work surface drawer assembly down the rail to about 2 inches (4.4 
cm) from the bottom of the rail. 
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3.5 Tighten the set screws 

  

3.6 Fully tighten the set screws 

 
Note: Failure to fully tighten the set screws may result in the assembly 
dropping 
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3.7 Reinstall the drawer by sliding it onto the drawer rails 
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4. Assemble the CPU/Monitor VESA Mount assembly 

      

4.1 Attach metal spacers to the front CPU VESA Mount plate corners 

      
 

4.2 Place nylon spacers over the Monitor VESA Mount plate threaded inserts 
where arrows indicate 

 


